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; . 1. VIDEO CAMERA LOCATION /ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.
CONSTRUCTION DETAILS: ] 2 THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOGATIONS PRIOR TO INSTALLATION.
A USE EXISTING MAST ARM POLE AND INSTALL NEW VIDEO DETECTION CAMERA, MAST ARM POLE EXTENSION, A 15 ET. LIGHTING ARM WITH ' 3. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH SHA STANDARDS.
250 WATT HPS LUMINAIRE AND PHOTOCELL. EXISTING POWER SERVICE TO BE REMOVED BY OTHERS. REPLACE " A" wird NEW | / 4. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRAGTOR
B. USE EXISTING MAST ARM POLE, REPLACE AND RELOCATE LED TRAFFIC SIGNAL HEADS 7 AND 11, REEOGATEAVIDEO DETECTION GCAMERA,AND UPON COMPLETION OF THE NEW SIGNAL,

RELOCATE LED SIGNAL HEAD 12 AS SHOWN. INSTALL COUNTDOWN PEDESTRIAN SIGNAL, AUDIBLE TACTILE PUSHBUTTON, SIGN, MAST ARMAPOLE

EXTENSION, A 15 FT. LIGHTING ARM WITH 250 WATT HPS LUMINAIRE AND PHOTOCELL.
C. USE EXISTING MAST ARM POLE AND REPLACEANSTALL LED TRAFFIC SIGNAL HEADS AS SHOWN. INSTALL NEW VIDEO DETECTION CAMERA.
D. USE EXISTING MAST ARM POLE AND INSTALL NEW VIDEO DETECTION CAMERA.
E. INSTALL 10' PEDESTAL POLE WITH BREAKAWAY COUPLINGS (MD 818.16-01), AND MODIFIED BASE, COUNTDOWN PEDESTRIAN SIGNAL, AUDIBLE
TACTILE PUSHBUTTON AND SIGN. (NOTE: 1-2 IN. PVC SCHEDULE 80 CONDUIT BEND).

i “ \ 5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE APPROPRIATE TERMINALS
AND PROPERLY LABEL EACH CABLE.

6. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO INSTALLING PROPOSED SIGNAL EQUIPMENT.

l IF ANY UTILITY CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.

7. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED
SECTIONS, HIGHEST ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN MD

F. INSTALL METERED SERVICE PEDESTAL EMBEDDED. : 816.03, MD 818.01, MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE

G. INSTALL 2 IN.PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED. ‘ INSTALLATION OF ALL SIGNAL EQUIPMENT.

H. INSTALL 4 IN. PYC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED, PROVIDE CONDUIT BEND AT THE BASE OF UTILITY POLE AND STUB-UP 4 = = = 8. THE CONTRACTOR SHALL CONTACT ED RODENHIZER AT THE SIGNAL SHOP (410) 787-7650 TO DELIVER APS EQUIPMENT
; FOR TESTING.
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INSTALL 24 IN. HEAT APPLIED, WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR STOP LINE.
INSTALL 12 IN. HEAT APPLIED, WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR CROSS WALK.
USE EXISTING HANDHOLE.

USE EXISTING CONDUIT. _

USE EXISTING SIGNAL CABINET. INSTALL 2 WIRE CENTRAL CONTROL UNIT AND CONDUIT BEND FOR POWER FEED.
DISCONNECT AND ABANDON EXISTING LOOP DETECTOR.

9. THE CONTRACTOR SHALL WORK ONE QUADRANT AT A TIME AND MAINTAIN PEDESTRIAN ACCESSIBILITY TO ALL
OTHER QUADRANTS.

WHITEHALL RD

REMOVE EXISTING PAVEMENT MARKING.
REMOVE AND RESET EXISTING STREET SIGN.
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|
|
|
|
|
|

TOOVZEC A

STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATICN
STATE HIGHWAY ADMINISTRATION
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